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24mm SIZE STANDARD ROTARY POTENTIOMETERS

Model Dimensions
RV24YN L
| 10
)
I 39,3202
S0 23,5108 &
e 2z ﬁg - \ gi ] ™
= R m = Y
= A = M2XP0.75
i r 10£02,
< 23
135

‘L‘80‘85‘30‘35‘40‘50‘

Specifications
Electrical .
Standard Resist R B = 50Q to 2MQ Environmental
andard RESISIaNCe RANGE. ..owrrrrrsrssssssss __ ° Temperature Range..........ccccccvvviiiciiienecncee -10°C to +85°C
A.C = 1kQ to2MQ temperature Characteristics...........ccccccveeeeennne +85°C, 30 minutes
resistance Tolerance.........cccccovceeeeicieenienennns +10% standard without load
End Resistance.........cccccveeiiiieiiiiee e 3Q max. R <10kQ - AT/R<+6%
Resistance Taper............ B = linear; A = CW audio (logarithm); 10kQ <R<1IMQ—AT/R £+10%
C = CCW audio (logarithm) R21MQ—AT/<+15%
Peak Noise (C.R.V.)..cocoooeenene. 3% or 3Q). whichever is greater Load Life.......ovurrrerrrrrrernnen. +40°C. 1,000 hours with rated load
Power Rating..........c.cccoceuvnvne. B = 0.25 watt; A,C = 0.125 watt AT/R < £10%
at +40°C. 0 watt at +85°C Moisture and Load Life..........ccoceeiieiienniennne. +40°C.90-95%RH.
Maximum Input Voltage........ ..... B = 315VDC; A.C = 200VDC 500 hours with rated load
0, 0,
or power rating, whichever is smaller R <100kQ —AT/R =-10%- + 15%
Insulation Resistance........ ... 100MQ minimum at 1.000VDC R2100kQ > AT/R 5-10%-+20%
Dielectric Sength........c....rrocrrccrrren. 1,000VAC, 1 minute  11EMAISNOCK- oo 10C~+85C.
i o 5 cycles without load
Adjustment Travel.........ccccoooiiiiiniiiee 280°+10 AT/R £ +10%
Mechanical Vibration.......ccccceveeiiiiiieeee e 10-55Hz, 1.5mm amplitude.
Mechanical Travel.........ccccoovieiiiieee e 300°+5° 3 directions. 2 hours each
0,
Shaft Torque . . ATIR £ £2.5%
Single Unit......... 51 to 306 gf.cm (0.707 to 4.242 0z®in) Soldering Heat Resistance..............cccceoieene 350 CA?’/?QESSS(SS
=T, 0
Other Units........51 to 510 gf.cm (0.707 to 7.070 0z®in) Rotational Life................ 15.000 cycles (500 cycles for shaft lock
Stop Strength ......ccoeeeeeeeienne 9.18 kgf.cm (127.26 o0z.in) max. models only) without load
. . ATIR s£7%
Mounting Nut Torque.................. 15 kgf.cm (207.94 oz.in) max. Standard Rotary Swiich
SOIAEIADIIIY. ..o 235°C 5 seconds andard Rotary swiches
. . Switch Rating.........ccoccceveene 110VAC, 1A or 3A. SPDT or SPST
Marking ......coooooeeeiiieiiiinenn. Model type, taper, resistance code.
N L Contact Resistance..........ccooceeeiiiiiiiiiieeieeeeees 0.05Q max.
shaft type, terminal identification, date code . .
Operating Torque................... 1,530 gf.cm (21.21 0z®in) max.
Operating Life........cccoooeeiiieiiieeee. 10.000 cycles without load

R. Total Resistance Value; AT/R. Total Resistance Change
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Features.

m 30mm diameter, single-turn industrial panel controls m Carbon film element m Linear or audio tapers

m Single, tandem and triple units, single shaft; dual unit, dual shaft « SPST or SPOT switch with 1A or 3A rating

m Shaft lock models m Metal shaft and bushing m Panel mount only m Right angle ear-lug terminals

m 6mm diameter shafts in slot, flat or round end styles m Standard 15mm or 20mm shaft length

Specifications

Electrical

Standard Resistance Range................. B =100Q to 2MQ
A,C = 1kQ to2MQ

Resistance Tolerance...........ccccceeeeeeeeennn. +10% standard

End Resistance,..........cccccevvvieeiiiie e 3Q max.

Resistance Taper....B = linear; A = CW audio (logarithm);
C = CCW audio (logarithm)

Peak Noise (C.R.V.)........... 3% or 3Q whichever is greater
Power Rating.....Ratings below at +40°C, 0 watt at +85°C

Environmental

Temperature Range..........ccocceeveeiiecnienieenne -10°C to +85°C
Temperature Characteristics.............cccc.... +85°C.30 minutes
without load

R<10kQ -AT/Rs£6%
10kQ <R<1MQ-AT/R £ £10%
R21MQ-AT/R<+15%

10KQ <R 50KQ <R | R>300K
Taper | R<10KQ <50KQ <300KQ o

Load Life.......ccoeevvereennnn. +40°C. 1.000 hours with rated load
AT/IR<£10%
Moisture and Load Life.............c..ccoeeunnnnee.. +40°C,90-95%RH.

B 1.0W 0.8W 0.6W 0.4W

500 hours with rated load

AC 0.8W 0.6W 0.3W 0.2wW

R<100kQ - AT/R £-10%- + 15%

Maximum Input Voltage......B = 500VDC; A.C = 350VDC
or power rating, whichever is smaller
Insulation Resistance......100MQ minimum at 1,000VDC

Dielectric Strength...........ccccoevveenee. 1 .000VAC. 1 minute
Adjustment Travel.........cocceeiiiiiiiee e, 280° +10°
Mechanical

Mechanical Travel..........ccccoociiiiiiiiiiieeeee 300° £5°
Shaft Torque

Single Unit.......... 51 to 306 gf.cm (0.707 to 4.242 oz.in)
Other Units......... 51 to 510 gf.cm (0.707 to 7.070 oz.in)

Stop Strength..................... 10.2 kgf.cm (141.4 0z.in) max.
Mounting Nut Torque......... 15 kgf.cm (207.94 oz.in) max.
Solderability.........cccooeeiiiiiiiiice, 235°C, 5 seconds
Marking........ccccoeeeeneene Model type, taper, resistance code.

shaft type, terminal identification, date code
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R = 100kQ - AT/R £-10%~+20%

Thermal ShocCK...........uvvueiviiiiiinens -10°C~+85°C,
5 cycles without load
ATIR £ £10%
Vibration........ccccoevviiiiieniiis 10-55Hz, 1.5mm amplitude,
3 directions, 2 hours each
ATIR ££2.5%
Soldering Heat Resistance.............c......... 350°C, 3.5 seconds
ATIR ££2%
Rotational Life........... 15,000 cycles (500 cycles for shaft lock
models only) without load
AT/IRSx7%

Standard Rotary Switches
Switch Rating................... 110VAC. 1A or 3A. SPOT or SPST
Contact Resistance..........cccccvvvevvnieiinicicieeene 0.05Q max.
Operating Torque.................... 1.530 gf.cm (21.21 0z.in) max.
Operating Life.......ccccocveneennnen. 10,000 cycles with rated load

R. Total Resistance Value; AT/R. Total Resistance Change
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